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Date: 1/25/2020 Time: 09:00:00 AM Report ID: SAMPLE REPORT

Property:
123 Main Street
Anywhere IL 60305

Customer:
Sample Report Sample

Real Estate Professional:

Description of our service

 We are pleased to be involved in the decision making process to purchase a new home or building.

Scope of the inspection - The purpose of this inspection was to evaluate the building for function, operation and condition 
of its systems and components. Major problems are our prime concern; that is, we may identify cosmetic items but we do 
not consider them to be major problems. The presence of furnishings, personal items and decorations in occupied structures 
sometimes limits the scope of the inspection. For instance, the placement of furniture prevents access to every electrical 
receptacle. Further, it is important for you to understand exactly what we can and cannot do for you.  We are generalists in 
each of the areas which were inspected, not specialists.  We can identify obvious and, sometimes, not-so-obvious problems 
with major systems. We highly recommend that a specialist review any areas in which we have found deficiencies to 
determine costs-to-cure or possible related problems.  At that point you can get exact costs required to repair a system or 
systems.

Code and Zoning - No information is offered on the legal use, or possible uses of the building or property.  Information with 
regard to these issues may be available from the appropriate building and/or zoning agency. Important information about 
this property may be a matter of public record. However, a search of public records is not in the scope of this inspection. We 
recommend the buyer review all appropriate public records if this information is desired. We recommend that the buyer 
conduct a thorough pre-closing walk through inspection before closing escrow, a copy of which is attached to this report.

We have made great efforts to provide you with the most accurate and thorough Inspection Report possible.  We take great 
pride in offering a state of the art computerized reporting system that delivers to you a clearly written, neatly printed report 
that can be copied, faxed, or emailed to attorneys, real estate agents and sellers without confusing handwritten text.  The 
inspector and report follow the Standards of Practice of the State of Illinois. The complete act may be found on the following 
web page: http://www.ilga.gov/commission/jcar/admincode/068/068014100c02000r.html

Questions after the inspection - After occupancy, all buildings will have defects which we did not or were unable to identify 
in the Inspection Report.  If you discover such a problem which you feel you were not sufficiently alerted about, please 
contact us.  A phone consultation may be of some help to you in deciding what corrective measures to take.  We may also 
be of some assistance in evaluating proposals offered by contractors for remedying the problem.  Dunsing Inspections does 
not perform any repair work.  Remember- Our service does not end when the inspection is over. We welcome the 
opportunity to be your consultant for life!

The inspection and report are not a guarantee or warranty; we cannot eliminate all of the risk involved with the 
purchase of a property.  There are warranty programs available which can be obtained to insure you against failure of the 
specific systems in the home. Please contact us for further information about these warranties.

~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~

Our Rating System

We feel that it is important to give proper ratings to the problems and defects that we find. Simply identifying something as 
deficient without giving a sense of urgency does not meet the needs of our clients. Therefore, we provide several 
different ratings for the problems that we find. Of course safety and habitability are our primary focus. However, our clients 
have also found it useful to know when a system simply needs maintenance, or is approaching the end of its life. We have 
grouped the items into 3 separate summaries. These summaries are titled General Summary, Safety/Major Concern, 
and Not Inspected.  The report contains icons that will draw your attention to the specific comments. 

Style of Building:

Two Story Single Family Dwelling

Age Of Building:

Over 75 Years

Age Was Determined By:

Observation
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Front of Building Faces:

West

Attendees at inspection:

Client and client's agent

Temperature:

20 - 30 degrees

Weather During Inspection:

Snow during inspection

Recent Weather Conditions:

Seasonal, Snow, Very Wet

Soil Condition:

Wet, Snow Covered

Radon Test:

Yes

Occupied or Vacant?:

Vacant

Furnished?:

Partially furnished
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General Summary

Dunsing Inspections

IL License #450-011300
IL License Expires 11/20

Customer
Sample Report Sample

Address
123 Main Street

Anywhere IL 60305

This is the general summary. It contains both "Maintenance or Monitor" and "Budget for Replacement" items. In the report, 
these items are identified with a small tape measure. They are defined below:

Maintenance or Monitor = These items or components need repair to make them work or perform properly. These items 
may require further investigation. We feel that all items need immediate attention. 

Budget for Replacement = This item or component is approaching or at the end of its useful life. You are urged to budget 
for replacement of this item. We strongly recommend that you obtain estimates for replacement

1.  Roofing

1.1 Roof drains, gutters and downspouts

Maintenance or Monitor

(1) Downspouts need extensions and/or a buried drain line to carry water away from the home at several areas of 
the home.

(2) A section of the gutters were filled with water at the time of this inspection, indicating improper drainage, which 
could promote water penetration of the building and damage to exterior and interior building elements and finishes.
  -SUGGESTION: All gutters should be cleaned. The condition of the gutters can be evaluated after the debris has 
been removed.

(3) The gutters are clogged with debris at some areas. They should be cleaned.

1.3 Flashings

Maintenance or Monitor

There is not a proper gap where the roof covering meets the wall of the home.  A two inch gap with visible metal 
sidewall flashing is appropriate in this area to prevent deterioration of the siding and water intrusion into the wall 
cavity.  A qualified roofer or siding contractor can make repairs.

2.  Grounds

2.0 Grading and drainage
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Maintenance or Monitor

(1) There is a negative slope at the front of the home that can cause or contribute to water intrusion. The 
landscaping should be changed to drain water away from home.

(2) Ponding water is noted at the garage on both sides of the overhead door and at the occupant door.  This is a 
hazard when the water freezes. Grading or drainage will need to be corrected to fix ponding water.

(3) Siding is in contact with ground at the rear of the garage.  Siding below grade can promote water and insect 
intrusion. A landscaper should lower the grading in these areas.  It is important to keep the slope of the grading 
away from the home to allow for proper drainage of rain water.

(4) The property is very flat. Providing proper drainage on flat lots can be difficult. The proper clearances from the 
soil to the top of the foundation and/or siding must be watched at the house, while drainage away from the building 
are necessary to prevent water entry problems. Frequently, a swale is created that will allow for proper drainage 
away from the structure. This can necessitate removing soil so that proper drainage can be maintained. A 
landscaping contractor can usually perform this work.

2.3 Decks, steps, and railings

Maintenance or Monitor

(1) The deck band is not attached properly to the wall or band of the home. It should have "Lag Screws" or 
"Carriage Bolts" installed.

(2) The deck does not have proper flashing where it attaches to the house. This can cause leakage at this 
connection. Installation of a deck flashing is recommended. A qualified carpenter contractor can perform this work.

2.6 FENCE

Maintenance or Monitor

The gate for the access under the deck does not close and latch.  A qualified carpenter should make repairs or 
adjustments to allow the gate to close.

3.  Exterior

3.0 Wall cladding

Maintenance or Monitor

(1) The wall cladding should be sealed where the air conditioner refrigerant lines enter the home.  This is a possible 
point of water or pest intrusion.

(2) The vent on the north wall of the home should have a proper cap to prevent water or pest intrusion.

4.  Garage

4.1 Garage ceilings, walls and floors

Maintenance or Monitor

The floor of the garage has moderate cracking noted.  Cracking of the floor is common, however if the condition of 
the floor gets worse, a concrete contractor should make repairs or replace the slab.

4.4 Garage door(s)

Maintenance or Monitor

The over head garage doors do not seal tight with the floor.  Weatherstripping should be improved to prevent water 
and pest intrusion.

4.5 Garage door operators

Maintenance or Monitor

The garage door opener for the north overhead door, disengages when opening.  A qualified garage door 
contractor should repair or replace the unit.
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4.6 Garage electric

Maintenance or Monitor

We recommend upgrading by installing GFCI receptacles at the exterior of the garage. They are also commonly 
utilized for equipment such as whirlpools, spas and pool equipment. GFCI's have two different forms: receptacles 
with test/reset buttons, and panel breakers, and either form is effective in protecting appropriate outlets or fixtures.
  - SUGGESTION:  Consider upgrading unprotected receptacles in areas where GFCI protection is presently 
required. A qualified electrician should do the work.

5.  Structure and Attic

5.0 Foundations, basements and crawlspaces

Maintenance or Monitor

Most walls and ceilings in the finished basement are covered with drywall or other finishing materials.  The 
condition of much of the foundation was not visible at the time of the inspection. 

5.1 Signs of moisture (Basements and crawlspaces)

Maintenance or Monitor

We did not find any visible sings of water entry into the basement at the time of the inspection.  This does not mean 
that water intrusion has not occurred in the past or will not occur in the future.  We recommend asking the seller 
about any history of water intrusion into the home.  Proper maintenance of downspouts, pumps and grading are 
vital in preserving a dry basement.

6.  Electrical System

6.4 Connected devices and fixtures (Observed from a representative number operation of ceiling fans, 
lighting fixtures, switches and receptacles located inside the house, garage, and on the dwelling's 
exterior walls)

Maintenance or Monitor

A light fixture is missing at the garage.  A light fixture or cover plate should be installed to conceal expose electrical 
wires.

6.5 Polarity and grounding of receptacles

Maintenance or Monitor

At least one electric outlet in the master bedroom has reversed polarity. This is a shock hazard that should be 
corrected. A qualified electrician should make all repairs that involve wiring.

9.  Plumbing System

9.1 Drain, waste and vent systems

Maintenance or Monitor

Regardless of age, it is recommended that you obtain a sewer lateral inspection during your negotiation period.  
The sewer lateral is the pipe that discharges all waste to the city sewer.  Sewers can be clay or plastic, depending 
on age, but both can have problems.  A sewer line can become cracked, collapsed or infiltrated with tree roots.  
Sewer repairs can be in the thousands, if not tens of thousands to repair.  A licensed plumber should camera the 
sewer for defects.  If repairs are needed, you should contact the city to determine if they have partial 
reimbursement programs.

9.4 Sump pump

Maintenance or Monitor

(1) We recommend that you install a backup sump pump. This can be done one of several ways. A battery 
operated system is the most common system.  A licensed plumber should install sump pumps.
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(2) The cover for the sump pump was sealed at the time of the inspection.  We were unable to test the pump at the 
inspection.  Typically the cover for a sump pump is left unsealed unless a radon mitigation system is installed.  If 
this is the case a sealed cover with an access point to test the pump should be installed.

9.5 Exterior hose faucets

Maintenance or Monitor

The hose faucet at the the garage is not working. It may be shut off at the interior, or may have other problems. 
Check with the current owner/occupant for further information about this.

10.  Interiors

10.0 Walls

Maintenance or Monitor

(1) Access panels are missing in several areas of the basement and laundry room.  These panels should be 
installed before closing.

(2) Baseboards in the basement and third floor should be caulked at the joints.

10.1 Ceilings

Maintenance or Monitor

See section 10.0.1.

10.3 Steps, stairways, balconies and railings

Maintenance or Monitor

(1) The handrail at the basement stairs is missing. A handrail should be installed or repaired for safety. A qualified 
carpenter can perform this work.

(2) The handrail at the third floor stairs is missing. A handrail should be installed or repaired for safety. A qualified 
carpenter can perform this work.

10.4 Doors

Maintenance or Monitor

(1) The door for the first floor half bath is out of square and does not close properly.  A qualified carpenter should 
make repairs.

(2) The doors in the basement hallway (closet), master bathroom, second floor linen closet, second floor NE guest 
bedroom and basement storage room do not latch properly. Repair or adjustment is needed. A qualified carpenter 
should make repairs.

10.5 Windows

Maintenance or Monitor

(1) One screen in the second floor NE guest bedroom is bent or broken (north wall).  The screen does not fit 
properly into the window.  The screen should be repaired or replaced.

(2) Windows are stuck shut at the following locations: .Basement bedroom 

Repairs are needed to make these windows operable. A qualified technician should perform this work.

10.7 Smoke detectors

Maintenance or Monitor

The smoke detector(s) were inspected for location only. For future reference, testing with only the built-in test 
button verifies proper battery and horn function, but does not test the smoke sensor. We advise testing with 
simulated smoke upon occupying the building.
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10.9 Client information

Maintenance or Monitor

The bedroom in the basement may not be a legal bedroom.  There is no second exit or egress window in the 
basement.  Depending on the size of the basement this is sometimes not required.  We recommend checking with 
your local authority to determine exact specifications for basement bedrooms in this area.

11.  Kitchen

11.5 Ranges, ovens and cooktops

Maintenance or Monitor

The touch screen for the oven was not functional at the time of the inspection.  A qualified technician should make 
repairs.  We were NOT able to test the oven at the time of the inspection.

11.6 Waste disposer

Maintenance or Monitor

The wiring for the garbage disposal(s) is not inside a metal cable.  This is required to prevent damage to the 
electrical cord.  A qualified technician should make repairs.

12.  Bathrooms

12.4 Bath/shower walls and enclosure

Maintenance or Monitor

The glass at the basement bathroom shower/tub enclosure has no visible markings indicating that it is safety glass. 
(A thorough cleaning of the glass may reveal the label indicating its composition). Typically, industry standards 
would have required safety glazing at the time of the installation. 
  - SUGGESTION:  A qualified technician should install safety glass per industry standards.

13.  Laundry

13.0 Clothes Washer

Maintenance or Monitor

The clothes washer does not have an overflow pan installed. Because of the location of this laundry area over wood 
flooring or finished space on the floor below, a pan connected to a drain in good repair is advised. 

- SUGGESTION: We recommend installation of a drained catch pan under the washing machine, as an upgrade 
and preventive measure.

13.4 Client information

Maintenance or Monitor

Hardware is missing for the cabinet under the utility sink in the laundry room.  A proper handle should be installed.

14.  Additional Information

14.3 Overall conditions

Maintenance or Monitor

The basic visible components and systems in this building are in generally adequate condition, other than 
exceptions noted in this report.
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Prepared Using HomeGauge http://www.HomeGauge.com : Licensed To James "Jamie" Dunsing
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Safety and Major Concern Items

Dunsing Inspections

IL License #450-011300
IL License Expires 11/20

Customer
Sample Report Sample

Address
123 Main Street

Anywhere IL 60305

This area of the summary contains items termed "Safety and Major Concern". In the report, they are identified with a red 
triangle with an exclamation point in it. They are defined below: 

Safety/Major Concern = These items or components have either safety concerns or are not working as intended. They 
need further inspection by a qualified person who can either repair them or provide cost estimates for repairs. Items, 
components or units that can be repaired to satisfactory condition may not need replacement. If the items are safety 
concerns, you should notify the current occupants. We feel that all items need immediate attention.

9.  Plumbing System

9.2 Water heater (controls, chimneys, flues, and vents)

Safety or Major Concern

(1) Clearance to combustibles for the water heater vent connector is inadequate. Single wall metal vent connectors 
require 6" clearance while double wall vent connectors can have 1" clearance. This is a safety hazard and needs 
repair.

(2) The water heater may lack adequate "make-up" air. This is a safety concern. Air for combustion is needed to 
allow the system to operate efficiently and safe. We recommend licensed plumber review to determine what repairs 
are necessary.

10.  Interiors

10.6 Fireplaces, woodstoves and chimney scan (If applicable)

Safety or Major Concern

(2) Gaps were noted in between sections of the chimney liner of the living room fireplace(s) .   These problems were 
noted during the camera scan of the fireplace flue.  This is considered a potentially serious problem and may warrant 
further investigation by a certified chimney sweep. We recommend someone who is a member of the National Chimney Sweep 
Guild (  www.ncsg.org ) or contact them at (317) 837-1500  to find a member.

(3) The transition from the fireplace to the chimney (the smoke chamber) has exposed bricks.  Gaps between bricks 
can allow smoke to escape.  Exposed bricks are also a fire hazard, as heat can transfer through the bricks and 
ignite surrounding combustible materials.  Typically, when the fireplace and chimney is constructed, these bricks 
would be coated (parged) with refractory mortar to provide a smooth transition from the fireplace to the chimney. A 
chimney sweep should review this to provide cost estimates for repair.  This can be moderately expensive.

SampleDunsing Inspections 

Page 11 of 59123 Main Street 



13.  Laundry

13.1 Clothes Dryer

Safety or Major Concern

The gas powered dryer may lack adequate "make-up" air. This is a safety concern. Air for combustion is needed to 
allow the system to operate efficiently and safe. We recommend a licensed plumber review to determine what 
repairs are necessary.

Prepared Using HomeGauge http://www.HomeGauge.com : Licensed To James "Jamie" Dunsing
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Not Inspected

Dunsing Inspections

IL License #450-011300
IL License Expires 11/20

Customer
Sample Report Sample

Address
123 Main Street

Anywhere IL 60305

This area of the summary contains items termed "Not-Inspected". They are defined below:

Not Inspected (NI) = This item was not inspected. In most cases, this item was either not inspected because it was either 
shut down for the season or may not be in the scope of the inspection. It also may not have been visible, accessible, or 
functional. We can make no representations of why this item was not functioning as intended. Further investigation is 
needed. We feel that all items need immediate attention.

1.  Roofing

1.0 Roof Coverings

Maintenance or Monitor

The roof was snow covered and could not be fully inspected. We recommend that it be inspected when clear of 
snow.

4.  Garage

4.0 Garage roof coverings

Maintenance or Monitor

The garage roof could not be inspected because it was covered with snow. It should be evaluated when accessible.

6.  Electrical System

6.7 Client information

Not Inspected

Evaluation of any low voltage wiring, including but not necessarily limited to landscaping lights, telephone, security 
systems, data transfer lines, TV antenna and cables, alarm, intercom, and stereo wiring is beyond the scope of this 
inspection.
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8.  Air Conditioning

8.0 Cooling and air handler equipment

Not Inspected

The air conditioning was not tested. During cold weather, the air conditioner should not be operated, as it can 
be damaged. Typically, we do not operate air conditioners if the temperature during the prior 24 hours has been 
below 60 degrees. Since the ambient temperature did not allow for the operation of the air conditioning system, we 
recommended that you request that money be held in escrow to protect you in the event that the air-conditioning 
system is defective or inoperative.

9.  Plumbing System

9.6 Client information

Not Inspected

We did not test the quality of the water supplied to the building.
  -SUGGESTION: For information concerning water quality, we suggest contacting the municipality or utility 
company which provides the water, or have the water independently tested.

10.  Interiors

10.6 Fireplaces, woodstoves and chimney scan (If applicable)

Safety or Major Concern

(1) I do not inspect the shape of fireplace or the design to determine if your fireplace has a proper air draw.

(4) There is a gap between the fireplace and hearth that should be sealed.  The hearth also may not meet current 
building code.  We recommend checking with a qualified chimney contractor about any repairs that should be 
made.

14.  Additional Information

14.0 Client advice

Not Inspected

We did not check for past insurance claims on this property. You may want to check to see if any insurance claims 
have been made on this property within the past few years. A CLUE - "Comprehensive Loss Underwriters 
Exchange"  report may be available for the property to determine if any claims have been made that may affect 
insurability or other items in the home. These reports can sometimes identify if any flood, storm, or other damage 
has occurred at this property. They are available at www.choicetrust.com

14.1 Environmental concerns

Not Inspected

SHOULD I TEST FOR MOLD?
The Environmental Protection Agency does not recommend testing as a first step to determine if you have a mold 
problem. Reliable sampling for mold can be expensive and requires expertise and equipment that is not available to 
the general public. In addition, there are no recognized protocols for testing mold. Mold inspection and cleanup is 
usually considered a housekeeping task that is the responsibility of the owner or landlord, as are roof and plumbing 
repairs, house cleaning, and yard maintenance. 

The simplest way to deal with a suspicion of mold contamination is, if you can see or smell mold, you likely have a 
problem and should take steps outlined by the EPA. Mold growth is likely to recur unless the source of moisture that 
is allowing mold to grow is removed and the contaminated area cleaned.

If you have concerns about mold and or other indoor air quality issues we recommend that you contact specialists 
in the field such as the Centers for Disease Control, or the Federal Environmental Protection Agencys. 
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For further information regarding mold and other indoor air contaminates we recommend that you visit the CDC 
website at: http://www.cdc.gov or the EPA at:   http://www.epa.gov/iaq/molds

14.2 Permits

Not Inspected

We did not check that permits were obtained for construction work on or in the home. Confirmation should be 
obtained from the owner, or in their absence, the local building department, that all necessary permits for 
appropriate construction and/or remodeling were secured, appropriate inspections were performed and all requisite 
final signatures have been obtained.

14.4 Maintenance

Not Inspected

(1) Consider subscribing to a maintenance service that can remind you of items needing maintenance. One that 
we've had good luck with is "Pro Home Manager". The website is www.prohomemanager.com

(2) We do not research product recalls or notices of any kind. A home inspection does not include the identification 
of, or research for, appliances and other items installed in the home that may be recalled or have a consumer 
safety alert issued about it. Any comments made in the report are regarding well known notices and are provided as 
a courtesy only. Product recalls and consumer product safety alerts are added almost daily. We recommend visiting 
the following internet site if recalls are a concern to you. www.cpsc.gov

Prepared Using HomeGauge http://www.HomeGauge.com : Licensed To James "Jamie" Dunsing
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1.  Roofing

Standard of Practice 

When, pursuant to the written agreement with a client, the roof system is inspected, the home inspector shall: 

1) Inspect the roof covering, the roof drainage systems, the flashings, the skylights, chimneys, and roof penetrations; and 

2) Describe the roof covering and report the methods used to inspect the roof.

Styles & Materials 

Roof Covering:

Asphalt/Fiberglass Shingles

Viewed roof covering from:

Ladder

Partially Inspected Roof

Snow Covered Roof

Number of layers of roofing:

1 layer

Estimated Age of Roof:

New

1-5 Years

Chimney:

Masonry

Gutters:

Metal Gutters and Downspouts

IN S/M M/M BR NI

1.0 Roof Coverings •

1.1 Roof drains, gutters and downspouts •

1.2 Chimneys and chimney flashings •

1.3 Flashings •

IN S/M M/M BR NI

IN= Inspected, S/M= Safety or Major Concern, M/M= Maintenance or Monitor, BR= Budget for Replacement, NI= Not Inspected

Comments: 

1.0  The roof was snow covered and could not be fully inspected. We recommend that it be inspected when 
clear of snow.

1.1 (1)  Downspouts need extensions and/or a buried drain line to carry water away from the home at several 
areas of the home.
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1.1 Item 1(Picture) 1.1 Item 2(Picture) 

1.1 Item 3(Picture) Extensions 1.1 Item 4(Picture) Extensions 2

1.1 Item 5(Picture) 
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2.  Grounds

1.1 (2)  A section of the gutters 
were filled with water at the time of this 
inspection, indicating improper drainage, 
which could promote water penetration 
of the building and damage to exterior 
and interior building elements and 
finishes.
  -SUGGESTION: All gutters should be 
cleaned. The condition of the gutters can 
be evaluated after the debris has been 
removed.

1.1 Item 6(Picture) 

1.1 (3)  The gutters are clogged with debris at some areas. They should be cleaned.

1.3  There is not a proper gap where the roof covering meets the wall of the home.  A two inch gap with visible 
metal sidewall flashing is appropriate in this area to prevent deterioration of the siding and water intrusion into the 
wall cavity.  A qualified roofer or siding contractor can make repairs.

1.3 Item 1(Picture) Roof to wall gap

1.3 Item 2(Picture) 

1.3 Item 3(Picture) 
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Standard of Practice 

When, pursuant to the written agreement with a client, the exterior is inspected, the home inspector shall: 

1) Inspect the exterior wall covering, flashing, trim, all exterior doors, attached decks, balconies, stoops, steps, porches, and their associated railings, 
the eaves, soffits, and fascias where accessible from the ground level, the vegetation, grading, surface drainage, and retaining walls on the property 
when any of these are likely to adversely affect the building, walkways, patios, and driveways leading to dwelling entrances; and 

2) Describe the exterior wall covering.

Styles & Materials 

Driveway:

Concrete

Walkways:

Concrete

Lot Topography:

Nearly Flat

Deck:

Attached deck

IN S/M M/M BR NI

2.0 Grading and drainage •

2.1 Balconies, stoops, steps, areaways, porches, patio/cover and applicable railings •

2.2 Driveways and walkways •

2.3 Decks, steps, and railings •

2.4 Areaways and window wells •

2.5 Vegetaion •

2.6 FENCE •

IN S/M M/M BR NI

IN= Inspected, S/M= Safety or Major Concern, M/M= Maintenance or Monitor, BR= Budget for Replacement, NI= Not Inspected

Comments: 

2.0 (1)  There is a negative slope at the front of the home that can cause or contribute to water intrusion. The 
landscaping should be changed to drain water away from home.

2.0 Item 1(Picture) 
2.0 Item 2(Picture) Grading

2.0 (2)  Ponding water is noted at the garage on both sides of the overhead door and at the occupant door.  
This is a hazard when the water freezes. Grading or drainage will need to be corrected to fix ponding water.
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2.0 Item 3(Picture) 2.0 Item 4(Picture) 

2.0 (3)  Siding is in contact with ground at the rear of the garage.  Siding below grade can promote water and 
insect intrusion. A landscaper should lower the grading in these areas.  It is important to keep the slope of the 
grading away from the home to allow for proper drainage of rain water.

2.0 Item 5(Picture) 
2.0 Item 6(Picture) Siding below grade

2.0 (4)  The property is very flat. Providing proper drainage on flat lots can be difficult. The proper clearances 
from the soil to the top of the foundation and/or siding must be watched at the house, while drainage away from the 
building are necessary to prevent water entry problems. Frequently, a swale is created that will allow for proper 
drainage away from the structure. This can necessitate removing soil so that proper drainage can be maintained. A 
landscaping contractor can usually perform this work.
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3.  Exterior

Standard of Practice

When, pursuant to the written agreement with a client, the exterior is inspected, the home inspector shall:

1) Inspect the exterior wall covering, flashing, trim, all exterior doors, attached decks, balconies, stoops, steps, porches, and their associated railings, 
the eaves, soffits, and fascias where accessible from the ground level, the vegetation, grading, surface drainage, and retaining walls on the property 
when any of these are likely to adversely affect the building, walkways, patios, and driveways leading to dwelling entrances; and 

2) Describe the exterior wall covering.

2.3 (1)  The deck band is not 
attached properly to the wall or band of 
the home. It should have "Lag Screws" 
or "Carriage Bolts" installed.

2.3 Item 1(Picture) 

2.3 (2)  The deck does not have 
proper flashing where it attaches to the 
house. This can cause leakage at this 
connection. Installation of a deck 
flashing is recommended. A qualified 
carpenter contractor can perform this 
work.

2.3 Item 2(Picture) ledger flashing

2.6  The gate for the access under the deck does not close and latch.  A qualified carpenter should make 
repairs or adjustments to allow the gate to close.
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Styles & Materials 

Wall Cladding:

Stucco

Exterior Entry Doors:

Wood

Window Exterior:

Aluminum Clad

Trim Material:

Aluminum

IN S/M M/M BR NI

3.0 Wall cladding •

3.1 Trim •

3.2 Doors (Exterior) •

3.3 Windows •

3.4 Eaves, soffits and fascias •

IN S/M M/M BR NI

IN= Inspected, S/M= Safety or Major Concern, M/M= Maintenance or Monitor, BR= Budget for Replacement, NI= Not Inspected
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Comments: 

4.  Garage

Our inspection of the garage includes a visual examination of the readily accessible portions of the walls, ceilings, floors, vehicle and personnel 
doors, steps and stairways, fire resistive barriers, garage door openers and hardware if applicable. Please note that a representative sample of 
accessible windows and electrical receptacles are inspected. These features are examined for proper function, excessive wear and general state of 
repair. In some cases, all or portions of these components may not be visible because of stored personal property. In such cases, some items may 
not be inspected.

3.0 (1)  The wall cladding should 
be sealed where the air conditioner 
refrigerant lines enter the home.  This is 
a possible point of water or pest 
intrusion.

3.0 Item 1(Picture) 

3.0 (2)  The vent on the north wall 
of the home should have a proper cap to 
prevent water or pest intrusion.

3.0 Item 2(Picture) 
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Styles & Materials 

Garage Wall Cladding:

Stucco

Roof Covering:

Asphalt/Fiberglass Shingles

Garage Type:

Detached

Garage Door Type:

Two automatic

Garage Door Material:

Wood

IN S/M M/M BR NI

4.0 Garage roof coverings •

4.1 Garage ceilings, walls and floors •

4.2 Garage exterior walls •

4.3 Service/occupant door •

4.4 Garage door(s) •

4.5 Garage door operators •

4.6 Garage electric •

IN S/M M/M BR NI

IN= Inspected, S/M= Safety or Major Concern, M/M= Maintenance or Monitor, BR= Budget for Replacement, NI= Not Inspected

Comments: 

4.0 The garage roof could not be 
inspected because it was covered with 
snow. It should be evaluated when 
accessible.

4.0 Item 1(Picture) 
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4.1  The floor of the garage has moderate cracking noted.  Cracking of the floor is common, however if the 
condition of the floor gets worse, a concrete contractor should make repairs or replace the slab.

4.1 Item 1(Picture) 4.1 Item 2(Picture) 

4.4  The over head garage doors do not seal tight with the floor.  Weatherstripping should be improved to 
prevent water and pest intrusion.

4.4 Item 1(Picture) 4.4 Item 2(Picture) 

4.5 The garage door opener for 
the north overhead door, disengages 
when opening.  A qualified garage door 
contractor should repair or replace the 
unit.

4.5 Item 1(Video) 
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5.  Structure and Attic

Standard of Practice

When, pursuant to written agreement with a client, the structural system/ foundation is inspected, the home inspector shall: 

1) Inspect the structural components including the foundation and framing; and 

2) Describe the foundation and report the methods used to inspect the under-floor crawl space,floor, wall, ceiling, roof, structure and report the 
methods used to inspect the attic.

Styles & Materials 

Foundation:

Concrete

Percent of Foundation not visble:

100%

Method used to observe Crawlspace:

No crawlspace

Method used to observe basement:

Visual observation of walls, floors, ceilings

Finished basement - Foundation not 

visible

Floor Structure:

Not visible

Columns or Piers:

Not Visible

Roof Structure:

Not visible

Roof-Type:

Gable

Wall Structure:

Wood

Ceiling Structure:

Wood joists

Method used to observe attic:

Entered and viewed all accessible areas

Attic Access:

Door

Attic Insulation:

9-10 Inches

Attic Ventilation:

None

4.6 We recommend upgrading by 
installing GFCI receptacles at the 
exterior of the garage. They are also 
commonly utilized for equipment such 
as whirlpools, spas and pool equipment. 
GFCI's have two different forms: 
receptacles with test/reset buttons, and 
panel breakers, and either form is 
effective in protecting appropriate outlets 
or fixtures.
  - SUGGESTION:  Consider upgrading 
unprotected receptacles in areas where 
GFCI protection is presently required. A 
qualified electrician should do the work.

4.6 Item 1(Picture) GFCI Illustration
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IN S/M M/M BR NI

5.0 Foundations, basements and crawlspaces •

5.1 Signs of moisture (Basements and crawlspaces) •

5.2 Walls (Structural) •

5.3 Columns or piers •

5.4 Floors (Structural) •

5.5 Ceilings (Structural) •

5.6 Roof structure and attic •

5.7 Attic ventilation •

5.8 Attic insulation •

5.9 Pests •

IN S/M M/M BR NI

IN= Inspected, S/M= Safety or Major Concern, M/M= Maintenance or Monitor, BR= Budget for Replacement, NI= Not Inspected

Comments: 

6.  Electrical System

Standard of Practice 

When, pursuant to the written agreement with a client, the electrical system is inspected, the home inspector shall: 

1) Inspect the service drop, the service entrance conductors, cables, and raceways, the service equipment and main disconnects, the service 
grounding, the interior components of service panels and sub panels, the conductors, the over-current protection devices, installed lighting fixtures, 
switches, and receptacles, the ground fault circuit interrupters; 

2) Describe the amperage and voltage rating of the service, the location of main disconnects and sub panels, the wiring methods; and 

3) Report on the presence of solid conductor aluminum branch circuit wiring and on the absence of smoke detectors.

5.0  Most walls and ceilings in the finished basement are covered with drywall or other finishing materials.  
The condition of much of the foundation was not visible at the time of the inspection. 

5.1  We did not find any visible sings of water entry into the basement at the time of the inspection.  This does 
not mean that water intrusion has not occurred in the past or will not occur in the future.  We recommend asking the 
seller about any history of water intrusion into the home.  Proper maintenance of downspouts, pumps and grading 
are vital in preserving a dry basement.
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Styles & Materials 

Electrical Service Conductors:

Overhead service

************************

Copper

*************************

120 - 240 volts

Service Ampacity (Size or Capacity):

200 AMP

Circuit Protection Type:

Circuit breakers

Branch Wiring:

Copper

Wiring Type(s):

Conduit

Main Panel Location:

Basement

Main Disconnect Location:

Inside of the main distribution panel

Type of Electric Outlets:

3 Prong
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IN S/M M/M BR NI

6.0 Service entrance conductors •

6.1 Service and grounding equipment and main overcurrent device •

6.2 Main distribution and sub panels •

6.3 Branch circuit conductors, overcurrent devices and compatibility of their amperage and voltage •

6.4 
Connected devices and fixtures (Observed from a representative number operation of ceiling 
fans, lighting fixtures, switches and receptacles located inside the house, garage, and on the 
dwelling's exterior walls)

•

6.5 Polarity and grounding of receptacles •

6.6 Operation of GFCI outlets (Ground Fault Circuit Interrupters) •

6.7 Client information •

IN S/M M/M BR NI

IN= Inspected, S/M= Safety or Major Concern, M/M= Maintenance or Monitor, BR= Budget for Replacement, NI= Not Inspected

Comments: 

6.4 A light fixture is missing at 
the garage.  A light fixture or cover plate 
should be installed to conceal expose 
electrical wires.

6.4 Item 1(Picture) 

6.5  At least one electric outlet in the master bedroom has reversed polarity. This is a shock hazard that 
should be corrected. A qualified electrician should make all repairs that involve wiring.

6.5 Item 1(Picture) reversed polarity
6.5 Item 2(Picture) 
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7.  Heating

Standard of Practice

When, pursuant to the written agreement with a client, the heating system is inspected, the home inspector shall: 

1) Inspect the installed heating equipment, the vent systems, flues, and chimneys; and 

2) Describe the energy source, the heating method by its distinguishing characteristics.

Styles & Materials 

Number of Heat Systems:

Two

Heat Type:

Forced Air

Energy Source:

Natural gas

6.7  Evaluation of any low voltage wiring, including but not necessarily limited to landscaping lights, telephone, 
security systems, data transfer lines, TV antenna and cables, alarm, intercom, and stereo wiring is beyond the scope 
of this inspection.

SampleDunsing Inspections 

Page 30 of 59123 Main Street 



Heat System Location:

Basement

Attic

Heat System Brand:

RUUD

Heating Capacity (BTU):

66K BTU

85K BTU

Age of Heating System(s):

Typical lifespan is 15-20 years

************************

THESE UNITS ARE

New or less than 1 year

3 years

Filter Type:

Disposable

Elevated Levels of Carbon Monoxide 

Found?:

No

IN S/M M/M BR NI

7.0 Heating equipment •

7.1 Normal operating controls •

7.2 Automatic safety controls •

7.3 Chimneys, flues, vents and combustion air •

7.4 Heat distribution systems •

7.5 Presence of installed heat source in each room •

IN S/M M/M BR NI

IN= Inspected, S/M= Safety or Major Concern, M/M= Maintenance or Monitor, BR= Budget for Replacement, NI= Not Inspected

8.  Air Conditioning

Standard of Practice

When, pursuant to the written agreement with a client, the cooling system is inspected, the home inspector shall: 

1) inspect the installed central and through-wall cooling equipment; and 

2) describe the energy source, the cooling method by its distinguishing characteristics.
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Styles & Materials 

Cooling Equipment Type:

CENTRAL AIR CONDITIONER UNIT(S)

Cooling Equipment Energy Source:

Electricity

Air Conditioning Manufacturer:

RUUD

Age of Condenser(s):

Central Air typical life is 12-15 years

************************

THESE UNITS ARE

New or less than 1 year

Cooling Equipment Total Tonnage 

(capacity):

Five and One Half Tons

Number of AC Units:

Two

IN S/M M/M BR NI

8.0 Cooling and air handler equipment •

IN S/M M/M BR NI

IN= Inspected, S/M= Safety or Major Concern, M/M= Maintenance or Monitor, BR= Budget for Replacement, NI= Not Inspected

Comments: 

9.  Plumbing System

8.0 The air conditioning was not
tested. During cold weather, the air 
conditioner should not be operated, as it 
can be damaged. Typically, we do not 
operate air conditioners if the 
temperature during the prior 24 hours 
has been below 60 degrees. Since the 
ambient temperature did not allow for 
the operation of the air conditioning 
system, we recommended that you 
request that money be held in escrow to 
protect you in the event that the air-
conditioning system is defective or 
inoperative.

8.0 Item 1(Picture) too cold AC
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Standards Of Practice 

When, pursuant to the written agreement with a client, the plumbing system is observed, the home inspector shall describe in detail the interior water 
supply and distribution including all fixtures and faucets, drains, waste and vent systems including all fixtures, the water heating equipment, the vent 
systems, flues, and chimneys, the fuel storage and fuel distribution systems, the drainage sumps, sump pumps, and related piping, and the location 
of main water and main fuel shut-off valves.
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Styles & Materials 

Water Source:

Public

Plumbing Water Supply (into home):

Copper

Plumbing Water Distribution (inside 

home):

Copper

Main Water Shutoff Location:

Basement

Plumbing Waste:

Not visible

Water Heater Manufacturer:

Rheem

Water Heater Power Source:

Natural Gas

Water Heater Capacity:

50 Gallon

Water Heater Age:

Typical Life of Water Heater is 12-15 

Years

**********************

This water heater is

**********************

New

Less than 1 year

Location of Main Fuel (gas) shut off:

Exterior
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IN S/M M/M BR NI

9.0 Water supply, distribution systems and fixtures •

9.1 Drain, waste and vent systems •

9.2 Water heater (controls, chimneys, flues, and vents) •

9.3 Fuel storage and distribution systems (Interior fuel storage, piping, venting, supports, leaks) •

9.4 Sump pump •

9.5 Exterior hose faucets •

9.6 Client information •

IN S/M M/M BR NI

IN= Inspected, S/M= Safety or Major Concern, M/M= Maintenance or Monitor, BR= Budget for Replacement, NI= Not Inspected

Comments: 

9.1  Regardless of age, it is recommended that you obtain a sewer lateral inspection during your negotiation 
period.  The sewer lateral is the pipe that discharges all waste to the city sewer.  Sewers can be clay or plastic, 
depending on age, but both can have problems.  A sewer line can become cracked, collapsed or infiltrated with tree 
roots.  Sewer repairs can be in the thousands, if not tens of thousands to repair.  A licensed plumber should camera 
the sewer for defects.  If repairs are needed, you should contact the city to determine if they have partial 
reimbursement programs.

9.2 (1)  Clearance to combustibles for the water heater vent connector is inadequate. Single wall metal vent 
connectors require 6" clearance while double wall vent connectors can have 1" clearance. This is a safety hazard 
and needs repair.

9.2 Item 1(Picture) 9.2 Item 2(Picture) clearance to combustible

9.2 (2)  The water heater may lack adequate "make-up" air. This is a safety concern. Air for combustion is 
needed to allow the system to operate efficiently and safe. We recommend licensed plumber review to determine 
what repairs are necessary.
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9.4 (1)  We recommend that you 
install a backup sump pump. This can be 
done one of several ways. A battery 
operated system is the most common 
system.  A licensed plumber should 
install sump pumps.

9.4 Item 1(Picture) 

9.4 (2)  The cover for the sump 
pump was sealed at the time of the 
inspection.  We were unable to test the 
pump at the inspection.  Typically the 
cover for a sump pump is left unsealed 
unless a radon mitigation system is 
installed.  If this is the case a sealed 
cover with an access point to test the 
pump should be installed.

9.4 Item 2(Picture) 

9.5 The hose faucet at the the 
garage is not working. It may be shut off 
at the interior, or may have other 
problems. Check with the current 
owner/occupant for further information 
about this.

9.5 Item 1(Picture) 
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10.  Interiors

Standard of Practice 

When, pursuant to the written agreement with a client, the interior is inspected, the home inspector shall inspect the walls, ceilings, and floors, the 
steps, stairways, and railings, the countertops, installed cabinets, doors and windows, garage doors and garage door operators.

9.6  We did not test the quality of the water supplied to the building.
  -SUGGESTION: For information concerning water quality, we suggest contacting the municipality or utility company 
which provides the water, or have the water independently tested.
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Styles & Materials 

Ceiling Materials:

Sheetrock/Drywall/Gypsum Board

Wall Material:

Sheetrock/drywall/Gypsum Board

Floor Covering(s):

Carpet

Tile

Wood

Window Types:

Awning

_____________________

Thermal/Insulated

Types of Fireplaces or Woodstove:

Gas starter

******************

Masonry

Number of Fireplaces:

One
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IN S/M M/M BR NI

10.0 Walls •

10.1 Ceilings •

10.2 Floors •

10.3 Steps, stairways, balconies and railings •

10.4 Doors •

10.5 Windows •

10.6 Fireplaces, woodstoves and chimney scan (If applicable) •

10.7 Smoke detectors •

10.8 Carbon monoxide detectors •

10.9 Client information •

IN S/M M/M BR NI

IN= Inspected, S/M= Safety or Major Concern, M/M= Maintenance or Monitor, BR= Budget for Replacement, NI= Not Inspected

Comments: 

10.0 (1)  Access panels are 
missing in several areas of the 
basement and laundry room.  These 
panels should be installed before 
closing.

10.0 Item 1(Picture) 

10.0 (2)  Baseboards in the basement and third floor should be caulked at the joints.

10.0 Item 2(Picture) 10.0 Item 3(Picture) 
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10.1  See section 10.0.1.

10.1 Item 1(Picture) 10.1 Item 2(Picture) 

10.3 (1)  The handrail at the basement stairs is missing. A handrail should be installed or repaired for safety. 
A qualified carpenter can perform this work.

10.3 Item 1(Picture) 10.3 Item 2(Picture) 

10.3 (2)  The handrail at the third floor stairs is missing. A handrail should be installed or repaired for safety. A 
qualified carpenter can perform this work.

10.3 Item 3(Picture) 10.3 Item 4(Picture) 
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10.4 (1)  The door for the first 
floor half bath is out of square and does 
not close properly.  A qualified carpenter 
should make repairs.

10.4 Item 1(Picture) 

10.4 (2)  The doors in the basement hallway (closet), master bathroom, second floor linen closet, second floor 
NE guest bedroom and basement storage room do not latch properly. Repair or adjustment is needed. A qualified 
carpenter should make repairs.

10.5 (1)  One screen in the 
second floor NE guest bedroom is bent 
or broken (north wall).  The screen does 
not fit properly into the window.  The 
screen should be repaired or replaced.

10.5 Item 1(Picture) 

10.5 (2)  Windows are stuck shut at the following locations: .Basement bedroom 

Repairs are needed to make these windows operable. A qualified technician should perform this work.

10.6 (1)  I do not inspect the shape of fireplace or the design to determine if your fireplace has a proper air 
draw.
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10.6 (2)  Gaps were noted in between sections of the chimney liner of the living room fireplace(s) .   These problems 
were noted during the camera scan of the fireplace flue.   This is considered a potentially serious problem and may warrant 
further investigation by a certified chimney sweep. We recommend someone who is a member of the National Chimney Sweep 
Guild (  www.ncsg.org ) or contact them at (317) 837-1500  to find a member.

10.6 Item 1(Picture) Gaps in liner
10.6 Item 2(Picture) 

10.6 Item 3(Picture) 10.6 Item 4(Picture) 
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10.6 Item 5(Picture) 10.6 Item 6(Picture) 

10.6 (3)  The transition from the fireplace to the chimney (the smoke chamber) has exposed bricks.  Gaps 
between bricks can allow smoke to escape.  Exposed bricks are also a fire hazard, as heat can transfer through the 
bricks and ignite surrounding combustible materials.  Typically, when the fireplace and chimney is constructed, these 
bricks would be coated (parged) with refractory mortar to provide a smooth transition from the fireplace to the 
chimney. A chimney sweep should review this to provide cost estimates for repair.  This can be moderately 
expensive.

10.6 Item 7(Picture) smoke chamber

10.6 Item 8(Picture) Parge smoke chamber
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11.  Kitchen

Standard of Practice 

Please note that the state standards of practice do not include an inspection of the kitchen appliances and equipment. However, our inspection of the 
kitchen includes a visual examination of the readily accessible portions of the appliances, floors, walls ceilings, cabinets, and countertops.

Styles & Materials 

10.6 (4)  There is a gap between the fireplace and hearth that should be sealed.  The hearth also may not 
meet current building code.  We recommend checking with a qualified chimney contractor about any repairs that 
should be made.

10.7  The smoke detector(s) were inspected for location only. For future reference, testing with only the built-in 
test button verifies proper battery and horn function, but does not test the smoke sensor. We advise testing with 
simulated smoke upon occupying the building.

10.9  The bedroom in the basement may not be a legal bedroom.  There is no second exit or egress window 
in the basement.  Depending on the size of the basement this is sometimes not required.  We recommend checking 
with your local authority to determine exact specifications for basement bedrooms in this area.
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Cabinetry:

Wood

Countertop:

Quartz

Dishwasher Brand:

Jenn Air

Exhaust/Range Hood:

Vented to the exterior of building

Cooking Fuel:

Natural gas

Oven/Range:

Jenn Air

Cooktop:

Jenn Air

Built in Microwave:

Sharp

Refrigerator:

Jenn Air

IN S/M M/M BR NI

11.0 Cabinets •

11.1 Countertop •

11.2 Kitchen sink, drain and faucet •

11.3 Dishwasher •

11.4 Venting systems •

11.5 Ranges, ovens and cooktops •

11.6 Waste disposer •

11.7 Microwave •

11.8 Refrigerator •

IN S/M M/M BR NI

IN= Inspected, S/M= Safety or Major Concern, M/M= Maintenance or Monitor, BR= Budget for Replacement, NI= Not Inspected

Comments: 

11.5 The touch screen for the 
oven was not functional at the time of 
the inspection.  A qualified technician 
should make repairs.  We were NOT 
able to test the oven at the time of the 
inspection.

11.5 Item 1(Picture) 
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12.  Bathrooms

Standards of Practice 

The standards do not have any specific requirements for inspecting bathrooms. However, we test the fixtures (toilets, sinks, showers, tubs, bidets, 
etc.) for water flow and drainage. In addition, we check ventilation, electrical, and cabinets/countertops).

11.6 The wiring for the garbage 
disposal(s) is not inside a metal cable.  
This is required to prevent damage to 
the electrical cord.  A qualified technician 
should make repairs.

11.6 Item 1(Picture) 
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Styles & Materials 

Number of Bathrooms:

Four

Bathrom Ventilation:

Fan

Shower Wall Material:

Ceramic tiles

Electric Outlet:

GFCI (Ground Fault Circuit Interrupter)
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IN S/M M/M BR NI

12.0 Cabinets and countertops •

12.1 Wash basin(s) •

12.2 Toilet(s) •

12.3 Tub and shower •

12.4 Bath/shower walls and enclosure •

12.5 Bathroom ventilation •

12.6 Electric outlets in bathroom •

12.7 Accessories •

IN S/M M/M BR NI

IN= Inspected, S/M= Safety or Major Concern, M/M= Maintenance or Monitor, BR= Budget for Replacement, NI= Not Inspected

Comments: 

13.  Laundry

Standard of Practice 

State standards do not require inspection of laundry equipment. We inspect washers and dryers for function only. We do not gauge their 
effectiveness in cleaning or drying clothing. If you have other specific items that you would like inspected, contact your inspector for specific 
information.

12.4 The glass at the basement 
bathroom shower/tub enclosure has no 
visible markings indicating that it is 
safety glass. (A thorough cleaning of the 
glass may reveal the label indicating its 
composition). Typically, industry 
standards would have required safety 
glazing at the time of the installation. 
  - SUGGESTION:  A qualified technician 
should install safety glass per industry 
standards.

12.4 Item 1(Picture) 
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Styles & Materials 

Washer Type:

Stand Alone

Front Load

Dryer Type:

Stand Alone

Laundry Tub:

Metal

*********************

Secured to wall or floor

Dryer Power Source:

Gas

Dryer Vent:

Flexible Metal

Cabinets and Counters:

Wood Cabinets

IN S/M M/M BR NI

13.0 Clothes Washer •

13.1 Clothes Dryer •

13.2 Laundry Tub •

13.3 Clothes Dryer Vent •

13.4 Client information •

IN S/M M/M BR NI

IN= Inspected, S/M= Safety or Major Concern, M/M= Maintenance or Monitor, BR= Budget for Replacement, NI= Not Inspected

Comments: 

13.0 The clothes washer does 
not have an overflow pan installed. 
Because of the location of this laundry 
area over wood flooring or finished 
space on the floor below, a pan 
connected to a drain in good repair is 
advised. 

- SUGGESTION: We recommend 
installation of a drained catch pan under 
the washing machine, as an upgrade 
and preventive measure.

13.0 Item 1(Picture) 
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14.  Additional Information

WE DO NOT PERFORM MOLD TESTING. 

Mold may be present in visible or hidden areas of this structure. There are thousands of different types of mold. Some people do suffer from adverse 
health reactions or conditions to certain molds. The Environmental Protection Agency has not established any standards for levels of mold within a 
structure that may lead to human health problems. Determination of mold in or on any given product that may be present in this structure can only be 
made with a laboratory test of suspected material or by air sampling. Such tests will not indicate if any person may have an adverse reaction to any 
mold that may be present.

IN S/M M/M BR NI

14.0 Client advice •

14.1 Environmental concerns •

14.2 Permits •

14.3 Overall conditions •

14.4 Maintenance •

IN S/M M/M BR NI

IN= Inspected, S/M= Safety or Major Concern, M/M= Maintenance or Monitor, BR= Budget for Replacement, NI= Not Inspected

Comments: 

13.1 The gas powered dryer may 
lack adequate "make-up" air. This is a 
safety concern. Air for combustion is 
needed to allow the system to operate 
efficiently and safe. We recommend a 
licensed plumber review to determine 
what repairs are necessary.

13.1 Item 1(Picture) 

13.4 Hardware is missing for the 
cabinet under the utility sink in the 
laundry room.  A proper handle should 
be installed.

13.4 Item 1(Picture) 
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14.0  We did not check for past insurance claims on this property. You may want to check to see if any 
insurance claims have been made on this property within the past few years. A CLUE - "Comprehensive Loss 
Underwriters Exchange"  report may be available for the property to determine if any claims have been made that 
may affect insurability or other items in the home. These reports can sometimes identify if any flood, storm, or other 
damage has occurred at this property. They are available at www.choicetrust.com

14.1  SHOULD I TEST FOR MOLD?
The Environmental Protection Agency does not recommend testing as a first step to determine if you have a mold 
problem. Reliable sampling for mold can be expensive and requires expertise and equipment that is not available to 
the general public. In addition, there are no recognized protocols for testing mold. Mold inspection and cleanup is 
usually considered a housekeeping task that is the responsibility of the owner or landlord, as are roof and plumbing 
repairs, house cleaning, and yard maintenance. 

The simplest way to deal with a suspicion of mold contamination is, if you can see or smell mold, you likely have a 
problem and should take steps outlined by the EPA. Mold growth is likely to recur unless the source of moisture that 
is allowing mold to grow is removed and the contaminated area cleaned.

If you have concerns about mold and or other indoor air quality issues we recommend that you contact specialists in 
the field such as the Centers for Disease Control, or the Federal Environmental Protection Agencys. 

For further information regarding mold and other indoor air contaminates we recommend that you visit the CDC 
website at: http://www.cdc.gov or the EPA at:   http://www.epa.gov/iaq/molds

14.2  We did not check that permits were obtained for construction work on or in the home. Confirmation 
should be obtained from the owner, or in their absence, the local building department, that all necessary permits for 
appropriate construction and/or remodeling were secured, appropriate inspections were performed and all requisite 
final signatures have been obtained.

14.3  The basic visible components and systems in this building are in generally adequate condition, other 
than exceptions noted in this report.

14.4 (1)  Consider subscribing to a maintenance service that can remind you of items needing maintenance. 
One that we've had good luck with is "Pro Home Manager". The website is www.prohomemanager.com

14.4 (2)  We do not research product recalls or notices of any kind. A home inspection does not include the 
identification of, or research for, appliances and other items installed in the home that may be recalled or have a 
consumer safety alert issued about it. Any comments made in the report are regarding well known notices and are 
provided as a courtesy only. Product recalls and consumer product safety alerts are added almost daily. We 
recommend visiting the following internet site if recalls are a concern to you. www.cpsc.gov
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Dunsing Inspections

IL License #450-011300
IL License Expires 11/20

Report Attachments

ATTENTION: This inspection report is incomplete without reading the information included herein at 
these links/attachments. Note If you received a printed version of this page and did not receive a copy 
of the report through the internet please contact your inspector for a printed copy of the attachments.

Illinois Department of Public Health Mold Brochure

IL Standards of Practice

A Message To My Clients

Lifespans of Equipment

Pre-Closing Checklist

Deck fasteners and attachments
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